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TECHNICAL DATASHEET TD225 (according to VDI 2198)

CARACTERISTIQUES TECHNIQUES TD225

 

1.1
Manufacturer 

CHARLATTE

1.2
Model type  
Type du modèle

TD225

1.3
 

Source d’énergie 
 

1.4
Drive type 
Conduite

Seated 

1.5
 

Capacité nominale 
Q (t)                                                             30

1.7
 

 
F (N)                                                           5000

1.9
 

 y (mm)                                                         1528

 
2.1

 
 

kg                                                             3800

2.3
FRONT/REAR axle loading, unladen 

 
kg  1440/2360

 

3.1
 

SE / P

3.2
FRONT 

6.50 - 10

3.3
REAR 

7.00 - 12

3.5
FRONT/REAR (x= drive) 

2/2 (X)

3.6
FRONT track 
Voie AV 

1140

3.7
REAR track 
Voie AR 

1124

 

4.7
 

1990

4.8
 

885

4.12
 

345/450/535

4.13
 

1070

-
max load 

kg 200

4.16
 

l3 (mm) 1500

4.17
FRONT/REAR 

 
l5 (mm) 1020/745

4.18
 

1180

4.19
 

 
l1 (mm)                                                         3430

4.21
 

 1490

4.32
 

m2 (mm) 210

4.35
 

 3100

4.36
 

560

 

5.1
 

                                                         9/25

5.1.1
 

                                                         9/25

5.6
 

 
N                                                            20 000

5.7
 

 
%                                                             0/48

5.10
 Hydraulic 

 

7.1
Engine manufacturer/type 

PERKINS-404-D22

7.2
 

37

7.3
Régime nominal 

min-1 2800

7.4
 

(-)/(cm3) 4/2000

7.5
 

5

 

8.1
  

8.5
Coupling  

8.6
 Hydraulic 

8.12
  

Manuel

 

10.4
Fuel tank capacity 

l 70

10.7
 

dB (A) 84.5
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